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PRODUCTS THAT HAVE WHAT IT TAKES

Window decoration     RDBPP

FOR L AMINATION  WITH  M ATERIALS  OTHER THAN  STEEL  SHEETING

SPECIFICATION
TREAT-

USE
SELECTION OF FEATURES

CODE Top Base Print Emboss Emboss MENT
           SUBSTRATE             ( processing and adhesive)

Layer Layer Pattern Gloss Mat

RDBPP PET NO YES NO NO NO 1.Window decoration. 1.Glass. 1.Cold lamination.

2.Decorative strip. 2.Particle board. 2.Hot lamination.

3.Solvent type rubber or

acrylic series.

4.PU series.

RDGAX PVC YES NO YES YES 1.Partition, Ceiling board. 1.Fire resistance board. 1.Cold lamination.

RDGEX PVC NON NO YES YES 2.Furniture. 2.Plywood. 2.Profile wrapping /

3.Self- adhesive. 3.Fiberglass. V-cutting.

3.EVA emulsion.

4.Solvent type rubber or

acrylic series.

RDZAX PVC YES NO YES YES 1.Partition board. 1.Flame resistance 1.Cold lamination.

2.Ceiling board. board. 2.Profile wrapping /

V-cutting.

3.EVA emulsion.

RDZYU PVC YES NO YES YES 1.Wall covering 1.Fire resistance board. 1.Cold lamination.

2.Partition board. 2.Wood stuff board. 2.Profile wrapping /

3.Ceiling board. 3.Surface of cement wall. V-cutting.

4.Furniture (drawers)  3.EVA emulsion.
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Wall covering     RDZYU



CXE c~äëÉ=ëíçåÉ D20 lâäáã=çåóñ DW0 _ä~Åâ=ëÉéÉÖÖá~åíÉ

KK5 g~ÇÉ=ã~êãçâ NNM oçëÉ=êÉÇ QBD _äìÉ=éÉ~êä
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STONEGRAIN  GROUP

BMK `çåÅÜ BMM iáííäÉ=ëåçï BMY pí~åëíÉ~Ç BQ8 j~Å~Ç~ã

BRT _êìëÜáåÖ BTW _êáÅâ C2Y jìêçê~

C Q W cêçëí CUA qÉñíáäÉ CXB j~Å~Ç~ã

BQZ sÉäÖêç

C3Y pí~ê=Ö~ä~ñó C5C pÉêééÉÖá~åíÉ

CXC k~íìê~å CXD `Ü~ééÉÇ=ëíçåÉ

DY0 sÉêÇÉ=ë~åÑê~åÅáëÅ JC0 mÉ~êäáåç=Äá~åÅç

QD4 kçêïÉáÖä~å=êçëÉ QD6 sÉäÖêç

Explanation: 1.BMK, CY2, ....., QNF represents the  print pattern code.

2.Conch, Little snow, .... stands the name of the print pattern.
3.All patterns are available for all product codes showing in this book.
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QD7 dê~åáíÉ QD8 oçëëç=îÉêçå~ QE4 ^ÄìÇ~éç

QFG iÉçé~êÇ QFM ^êáòçå~ QFR sçä~â~ë

QHQ oìÄó=ëí~ê QKW dçäÇÉå=Çê~Öçå QNF dêÉÉå=çåóñ

QE8 mÜçÉåáñ QFE pâó=ÄáêÇ

QGW mÉêä~íç=ëîÉîç QGY sÉêÇÉ=Ä~Üá~



C30 j~éäÉ C40 máåÉ C50 mäìã C60 `ÜÉêêó C70 _ÉÉÅÜ
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C02 t~äåìí C03 mÉ~ê C05 vÉï C06 j~éäÉ C07 péêìÅÉ

C08 C09 `ÜÉêêó C0R t~äåìí C0U t~äåìí C0X ç~â

C80 j~éäÉ CD0 pÉå CE0 j~éäÉ CG0 eáåçâá CH0 aáîÉ=~ëÜ

CP0 j~éäÉ=Äìêä CQ0 t~äåìí CT0 l~â CU0 ^åáÉÖêÉ CW0 l~â

WOODGRAIN  GROUP

Explanation: 1.C02, C03, ....., JY0 represents the  print pattern code.

2.Walnut, Pear, .... stands the name of the print pattern.
3.All patterns are available for all product codes showing in this book.
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CY0 eáåçâá HG5 l~â HJ4 qÉ~â J0C t~äåìí gMq j~éäÉ

J20 `ÜÉêêó J50 t~äåìí JA0 t~äåìí JB0 t~äåìí JD0 qÉ~â

JE0 t~äåìí JF0 sáÉíå~ã=Üáåçâá JG0 bÄçåó JH0 mäìã JK0 eáåçâá

JMU oçëÉ=ïççÇ JQ0 _ÉÉÅÜ JR0 fêçå=ïççÇ JW0 j~ÜçÖ~åó JY0 håçííó=éáåÉ
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WINDOW  DECORATION  GROUP

F6A F6A F6A

F6G F6G F6G

F7B F7B F7F

F7F FWS FXD

FXD FXD FXD

Explanation: Each group of F6A, F6G, F7B, F7F, FWS and FXD represents a complete print pattern unit.
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PRODUCT THICKNESS WIDTH SOFTNESS
CODE (M/M) (INCH) (PHR)

RDLBP
0.13 - 0.30 37 1/2 - 49 3/4 24

RDLLP

RDLLM

RDLLM 0.13 - 0.30 37 1/2 - 49 3/4 28 - 34

RDLEX

RDLYM

RDLYB 0.16 - 0.25 37 1/2 - 49 3/4 28 - 34

RDLYT

RDBPP 0.025 - 0.10 37 1/2 - 49.6

RDBPX

RDBPW
0.08 - 0.15 37 1/2 - 52 1/4 8 - 24

RDBAX

RDBAW
0.08 - 0.15 37 1/2 - 49 3/4 8 - 24

RDAPM (Remark1)
0.08 - 0.12 37 1/2 -52 1/4 8 - 24

RDEPM (Remark1)

RDMPX
0.07 - 0.10 26  -   52 1/4 3 - 24

RDMPW

RDBYM

RDBYB 0.14 - 0.23 37 1/2 - 54 8 - 26

RDBBX

RDBYQ

RDBYE
0.14 - 0.23 37 1/2 - 54 8 - 26

RDBYA (Remark2)

RDBYS (Remark2) 0.30-0.50 37 1/2-57 6-10

RDBYT (Remark2)

RDBLA (Remark2)

RDBLS (Remark2) 0.30-0.50 37 1/2-57 6-10

RDBLT (Remark2)

RDJLX

RDJLM 0.15 - 0.20 37 1/2 - 49 3/4 16 - 24

RDJEX

RDKPX (Remark3)

RDKPL (Remark3)
0.09-0.15 37 1/2-52 1/4 -

RDBPP 0.025-0.10 37 1/2-51 -

RDGAX
0.08 - 0.10 37 1/2 - 49 3/4 18 - 24

RDGEX

RDZAX (Remark4) 0.10 - 0.16 37 1/2 - 51 22 - 30

RDZYU (Remark5) 0.30 - 0.454 48 28 - 36

SPECIFICATIONS

REMARK:

1.Due to the overall coverage of reverse print shows not as

good as expected, so the color of adhesive should be ad-

justed prior to lamination to prevent color penetration of base

material.

2.As the back side PVC sheeting has primer coated, it re-

tains high matte finish and regular emboss grain after us-

ing membrane foaming under 145�.

3.As  the back side of TPO sheeting has primer coated, the

lamination process is the same as the way of PVC sheeting.

(The requirements for light resistance and any emboss

patterns are available.)

4. It meets CNS 11491 (test method CNS10760) passing flam-

mability specification.
� After it is laminated with board carrying CNS 6532 Class �

fire resistance, the finished product can meet CNS 6532

Class � fire resistance and CNS 7614 flammability speci-

fication/ requirements.
� The product classification is 3918.10.90.90.5-A with licence

NO.71045002 approved and registered by BUREAU  OF

STANDARDS, METROLOGY AND INSPECTION (BSMI)

MINISTRY OF ECONOMIC AFFAIRS.

5.In addition to pass the ASTM E-84 specification, it can meet

also the following standards:

� CNS 7614 A3125-1994 flame resistance grade 1 stipulated

in “Flame resistance test method for veneer material”.

� CNS 11491 A2188-1999 (test method CNS 10760)  “Flame

resistance test method for veneer material”.

� Japanese decorative wall covering material association.

� Flame resistance standard grade 5 stipulated in Japanese

wall covering material association in terms of vinyl fabric

wall covering is overlayed with base board which carries

flame resistance grade 1 or 2.

� ASTM D4433-84.

� JIS D1201-1997 grade 2 (Oxygen index=28.0).
� The product classification is 3918.10.90.90.5-A with licence

NO.71045002 approved and registered by BUREAU  OF

STANDARDS, METROLOGY AND INSPECTION (BSMI)

MINISTRY OF ECONOMIC AFFAIRS.
� The product classification is 4814.90.10.00.7-A with licence

NO.71045001 approved and registered by BUREAU  OF

STANDARDS, METROLOGY AND INSPECTION (BSMI)

MINISTRY OF ECONOMIC AFFAIRS.


